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Description Flynn “Rajah” Connectors are available  from 
stock in two basic arrangements as illustrated.
The rubber “boot” is for extra protection.

Specifi cations

Item No. DP No. Designation 

1 158991 Rajah 90˚ Angle Connector (R/A/C)

2 158990 Rajah 90˚ Angle Connector with Bakelite Housing  (AEBF)    

3 113800 Rubber Boot

4 159000 Rajah 90˚ Angle Connector with Rubber Boot

5 181860 7MM   GTO 15  Ignition Cable:  25, 100, 500, 1000 Foot Rolls

6 158994 Rajah 90˚ Angle Connector for use with Spark Monitor

Not  shown 158980 Rajah Straight Connector  #EBF Extended Bakelite Fitting

Not  shown 158995 Rajah Connector Set; One #6959; Plus One #158990 AEBF 
Connector for Spark Monitor System per DWG #6959

Typical Assembly of Typical Assembly of 
Insulating Boot to Ignition ElectrodeInsulating Boot to Ignition Electrode

Rajah Nut must be covered Rajah Nut must be covered 
by Insulating Boot to pre-by Insulating Boot to pre-
vent accidental grounding of vent accidental grounding of 
Burner Plate Pull ChainBurner Plate Pull Chain
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